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SIMPLEX ROLLER CHAINS

WITH EXTENDED SHOULDERED
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TRADE PITCH INSIDE ROLLER PIN SHOULDER PIN PIN INNER PLATE
MARK CZ WIDTH DIAMETER DIAMETER DIAMETER LENGHT EXTENSION WIDTH
p b1 d1 d2 d4 L L1 h2

min. MmaXx. max. Mmax. MmaXx. max.

mm mm mm mm mm mm mm mm

06B8-1* 9,525 572 6,35 3,28 455 28,00 16,50 8,20
06B-1* 9,525 572 6,35 3,28 508 26,60 15,00 820
06B-1* 9,525 5,72 6,35 3,28 508 31,50 20,00 8,20
081 12,7 3,30 7,75 3,66 444 22,20 13,50 9,90
081 12,7 3,30 7,75 3,60 445 25,50 16,50 990
081 12,7 3,30 7,15 3,60 455 31,30 22,30 9,90
081 12,7 3,30 7,75 3,60 500 24,00 15,00 990
081 12,7 3,30 1,75 3,60 500 33,00 24,00 9,90
081 12,7 3,30 7,75 3,60 517 24,00 15,00 9,90
081 12,7 3,30 7,75 3,60 517 31,00 22,00 9,90
410 12,7 3,30 7,75 3,66 5,00 33,00 24,00 9,90
1/2"x3/16" MOFA 12,7 4388 7,75 418 5,00 35,60 23,50 10,90
08 B-1 12,7 7,75 8,51 445 3,90 25,60 10,00 11,80
08 B-1 12,7 1,75 8,51 445 490 21,55 500 11,80
085-1 127 775 8,51 445 500 50,55 35,00 11,80
08 B-1 12,7 1,75 851 445 517 31,80 15,00 11,80

*Only with straight plates
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SIMPLEX ROLLER CHAINS
WITH EXTENDED SHOULDERED PINS

CZ Standard

TRADE PITCH INSIDE ROLLER PIN SHOULDER PIN PIN INNER PLATE
MARK CZ WIDTH DIAMETER DIAMETER DIAMETER LENGHT EXTENSION WIDTH
D b a1 i 44 L L1 h
min. MaXx. max. Mmax. MmaXx. MmaXx.
mm mm mm mm mm mm mm mm
088-1 127 775 851 445 6,00 31,05 15,50 11,80
088-1 127 775 8,51 445 6,06 2355 8,00 11,80
088-1 127 775 851 445 6,06 3090 1530 11,80
088-1 127 775 851 445 6,06 35,5 20,00 11,80
088-1 127 775 8,51 445 6,06 37,10 2160 1180
088-1 127 775 8,51 445 8,00 35,5 20,00 11,80
138 127 775 8,51 445 517 31,80 15,00 1200
108-1 15875 965 1016 508 5,50 3530 17,50 1450
108-1 15875 965 1016 508 5,50 3780 20,00 1450
108-1 15875 965 10,16 508 6,06 3385 16,00 1450
1081 15,875 965 10,16 508 6,06 68,80 51,00 14,50
108-1 15875 965 10,16 508 6,60 3780 2000 1450
1081 15875 965 10,16 508 8,00 37,70 2000 14,50
108-1 15875 965 1016 508 8,00 4480 277,00 1450
108-1 15875 965 10,16 508 8,00 57,80 40,00 14,50
108-1 15875 965 10,16 508 10,00 3280 15,00 1450
108-1 15,875 965 10,16 508 10,00 53,0 25,20 1450
128-1 19,05 1168 1207 572 590 33,20 1220 1610
1281 19,05 11,68 1207 572 6,90 80,30 40,00 1610
128-1 19,05 11,68 1207 572 700 41,00 20,00 1610
1281 19,05 11,68 1207 572 7,00 47,00 26,00 16,10
128-1 19,05 11,68 1207 572 700 51,00 30,00 1610
12B-1 19,05 1168 1207 572 7,00 52,70 31,70 1610
1281 19,05 11,68 1207 572 8,00 47,00 2600 1610
12B-1 19,05 1168 1207 572 8,00 56,00 35,00 16,10
1281 19,05 11,68 1207 572 8,00 61,40 40,40 1610
12B-1 19,05 11,68 1207 572 10,00 41,00 20,00 1610
1281 19,05 11,68 1207 572 1027 41,00 2000 1610
168-1 254 17,02 1588 8,8 6,00 67,30 33,60 21,00
1681 254 1702 15,88 8,28 900 67,30 3360 21,00
168-1 254 17,02 15,88 8,8 10,00 63,80 30,00 21,00
2088 254 775 8,51 445 6,06 3090 1530 1200
2128 381 11,68 1207 572 7,00 47,00 2600 1640

The position of extended shouldered pins must be consulted with the producer
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QOuality with Tradition

DUPLEX ROLLER CHAINS
WITH EXTENDED SHOULDE

CZ Standard
b
L
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TRADE PITCH INSIDE ROLLER PIN SHOULDER PIN PIN INNER
MARK WIDTH DIAMETER DIAMETER DIAMETER LENGHT EXTENSION PLATE
@ WIDTH
D b1 d1 a2 i L 1 h
min. max. max. max. max. max.
mm mm mm mm mm mm mm mm
108-2 15875 965 10,16 5,08 6,06 4930 15,00 1450
1682 254 1702 15,88 828 12,00 85,60 1990 21,00

The position of extended shouldered pins must be consulted with the producer
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Most of roller and bush chains in single and multiple row modification can be equiped with extended pins according to individual customer
request - see picture above.

The pins can be equiped with grooves for the adjusting plate or adjusting ring, they can also have a holes for cotter, outer and inner thread,

spots, or they can be multiple shouldered. Dimensions of these special pins, their position and also the basic chain modification must be
consulted with producer.
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